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1. Introduction I
In the past years, there have been numerous techniques introduced for the representation

of internal structure of human body. such as ultrasonography, magnetic resonauce imaging.
positron emission tomography. etc. However, radiography is still the most widely used method
of medical imaging. In radiography, a beam of X-rays is passed through an object (human body)
and received by a detector. X-rays are attenuated exponentially while passing through a medium.
This can be expressed by the formula l=lcm where I, is the intensity of impinging beam, p is
the attenuation coefficient, and x is the thickness of a body. Since various components of a body
have different attenuation coefficients, the detector receives different amount of radiation at each
point corresponding to different attenuation. As a result, two dimensional information on the
internal components of a human body is gathered.

Radiographic film is the most common conventional detector in which scintillation screen.
together with photographic film, is used. The scintillation screen is used to convert x-ray photons
to visible light photons. The film is exposed during the radiation by the ilumnination of the
fluorescent screen. Then the film is chemically prcessed to obtain the resulting image.

Because of advancement in technology in the past decades, many other detection systems
have been developed to be ued as an X-ray receptor in medical imaging. For example. in
phosphor comptd tomogrWty, images ae catpued in stoag piospor screens. The
phenomenm called laer-stimulated luminescence, is used to read out images stored. In this
method phosphor plates am scmed by a lae beaw and following tis photostimulation. the
resulting light emission is detected by a photInmultiplier, In fluomcopy, X-ray image intensifier
tubes am used. An image intmifier tube convert an X-ray into a visible light which is
intensified while it is deinagified. ad displayed on a phosphor screen for direct viewing. These _
intensifiers recently. am coupled to television cmeras by using lens or fiber optics. Phosphor
screens can also be coupled directly to a chage-coupled-device (CCD) by fiber optic tapers. A
fiber optic taper is a bundle of fiber optic cables bonded together. One end of a fiber optic bundle
is squeezed so that the MWpr performs as a image reducer. At the front end of the tap phosphor
is deposited for the reception of X-ray rdition and conversion to visible light emission. The
other end, in most cases, is phced directly placed onto a CCD image sensor for image
acuiiti

Each method used for X-ray detection has its own limitations. The film based systems
require long processing time for the development of film and large area for storage. Tat is,
images are not available immediately and digitization is necessary for further image
manipulations and processing. Currently. sophisticated computer systems with extensive image
processing software re a significant aid to medical diagnosis during the treatment of ptten's.
For the systems using storage phosphor screens, images are also not immediately available and
the cost of the scanners used in those systems is quite high. Image intensifying tubes am not
suitable for portable systems. There is still a need for an additional system to capture and
digitize the image acquired on a phosphor screen. Fiber optic tapers are. at present, limited to a
size which is much smaller than the standard x-ray film sizes.
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In this study there are several goals intended to overcome the limitations of the detection I
systems mentioned above. The goals are:

To acquire a digitized image for further image manipulation and processing. 

- To make the images available immediately to the operator during the treatment.

- To be compatible with conventional radiographic film si,

- "To be portable for use in field hospitals.

To have a dynamic runp and spatial resoluton comparable to conventional
systms,

- To be cot effective,

To develop a system which can easily be adapued as needed (change of detector
are or change of computer).

An X-ray imging system incorporating the above pecifications s under development
It consist of a fluorescet sreen for the conversion of X-rays to visible light, an srray of charge-
c d-devices for acquisition of a image formed on a actillation screen, and an imagepro .s computer to teco iuPt and display the images c pawL

The fluore mscen is c for optimal maching betwemn its emission spectum and
spectral response of the photodetectors. It has the dimemions of a cuuent radiographic film (8 6
inches by 10 inches).

Very high internal image resolution is achieved with a moderate quality opical systm
components and moderate resolution CCDs by combining subsecdon images from array of CCDs.
The result is a l30x1600 pixel image for 8x10 inch scintillation screen, which corresponds to
a resolution of about 6 lines/am. The spatial resolution of the imager can be increased by i
expanding the number of phoodeector-len pai or by using higher resolution photodetector
up to the spatial resolution of the fluorescent screen. By a unique parallel imaging channel
design, a high resolution image is captured in a short time (seconds). The acquiin time can
be decreased fm ther by addig mer prallel readout channels

The software has been wriuen for the reconstruction of the images captured from the 0

detection mit. Each CCD provides one subsection of the imag on the fluorescent screen. The
computer aligns the subimages to reconsaw the complete X-ray image. With this method, image
edges am n lost, as it is ame for segmented fiber optic coupling.

The device can be used any branch of radiology, especially where high dynamictspatial S
resolution and on-line verification is needed.

6
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I. Descripdou of the Isnager (Current Status) I
The fit prototype is constructed and tested with an optical light/image source. It consist (

of the following sections:

- A fluorescent screen to convert X-rays to visible light. An optical source was used
for the initial tests ised

- Multiple image-sensorflens pairs each capairnng one segment of the image on the 0
fluorecentloptical screen. The image sensor used is a 342 x 582 pixel charge-
copled-e (CCD).

* Data acquisition system to condition CCD's analog signal output and to obtain
d ix pel information

* Mumoy unit and communication interface to store the data gathered and to
trusfe the data to a computer sytm for funher processing captured image.

- Computer sysem with LCD display.

* Touch samen for sste/operto interactionm

* Alignment grid for the calibration of the detector.

* Reconstruction softw. for die alignment of the individual segments captured
* through the CCDA=e modules.S

- Image processing softwar for funber refizement of the images by an operator.

In the first half of the project period all the components outlind above were purchased
and/or farcated. The system wa ested with an optical sou rP A complet block diagram of

* the system with details is given infigure 2.

2L1 Pbor"NbmtSos

A commerciafly available Kodak Lanex intensifying scren is chosen for the purpose of
X-ray to visible-light conversion. The selection of the screen was made on the basis of its
spectrai response. resolution and energy conversion efficiency. The spectral response of the L.anex
screen begins at 415 a and extends through 630 n. with a peak response of energy locate
at 545 urn, which maiches with the spectral response of the imaging sensor (400 nm and 600
nM). The specified resolution of the srce is 100 microns. Light output conversion efficiency
for a 50 key X-ray photon is approximately 1.000 light photons (within a factor of 2). System

* r~ests using this scren will be made in the next few weeks.



2.2 huusg Deltcton Module (CCDALeu Pair)E

4 A Sharp LZ2324J CCD photodetector array is used as an image sensor. It has a 113 inch
format solid-stu.te imaging device with a 542 (H) by 582 (V) pixel array. Each pixel has a
dimension of 9.6 pmn horizontal and 6.3 prn vertical. The aspect ratio ot 3:2 is cormcted by
software. The displayed image is not effected by the aspect ratio mismatch between the image
acquired and he image displayed. Details of the driving electronics for the CCDs (Timer circuit)
is given in %ppendix A.

4S
Tbe lens design was mae takding into account the ligh emission level of the fluorescent

sc1een ad overall se of the imaging device. At this point. the f-number. which defines the light
coil-ec-o efficiency of the lens sysem can be adjustd from 12 and 16. The smalle the f-
nmne the mom the liht is colleced. The back focal length of the lens system is 8 mmn and the
image-woobject distance is 4 (four) iaches Further improveet on the Ions system will

0 decrease the image to object distaee Current the image distortion is about 1%. Distomdoo is 0
defined here as th inability of the lea to image rectihinear objects accuimly. Types of distortion
include Pincushion and Durwel Even though the distortion can be corrected by software, the goal
is to minims is by a lens systm so that little or no additional 1Pcess i me is needed.

4 23 Def AcqWdem Usk

The dam auion elemmoiicstarts with a CMI driving ciresy (Appendix A). The
CCI) is cloclod io shift the charge acuulted in the pborodectm. Analog -ue infiormaton
is a~ out serially asa voltage level. The method. caed conilaud double sampling', is used
to obti absobm -m dhug informatin from fhe CCI) output sigaL Tie method eliminates

4 the dark noise cremd by electron hole recombinaiom in the pbotedeectors and remove the feed- *
truhsignals frm the analog ou-tpuat. The resulting signal is dm amaplified and is's level is

adused somarchthe signal coumw An I bit analog-so-digital (AID) coaveaw ii used for the
converses of analog -ue information to digital data. The specific AID was chsnbecause of
its low eror level (* 1/2 kow significant bit) and high speed. Detaled diagram of the data
acqusilion c is co is given in Appendix B.

2A4 -~m Ueds mi Comp.mr WWhfan

Each subimnage. -F-R *P&dm shou n e CCD~len pai. is stoired in a memnory (SRAM) as
a image profile. Each image cotans the data for t corresponding subsection of th complete

4picture on dme fluorescent scee togethe with overlap from neighboring segments. In this
app;lNc tion a 4 megabyt Mtrag ame is used for the complete unprocessed image. Appendix C
comma the cisr uit diagram of the memory uit.

The detectr ion n mit is connecied to the microcomputer unit. A microcomputer unit is used
for reconstruction and processing of the acquired image. Currently an IBM PC-compatil 4N6DX

* microcomputer system is used for this purpose. The system is not limited to a specific computer.
The interface cad can be modified if any other (nion-comipatible with IBM PC) computer system

8
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is used. To achieve high speed. the data is trasferred in parallel to the microcomputer unit's
memory. One control register is provided in the interface card to allow individual access to ainy
subimage in the detector memory. Appendix D contains the circuit diagrams of the units.

2.5 Uquid Crystal Display (LCD) and Touch Screen

One of the requirements for the system is portability. Therefore a smaill size and low
power consumption arm immediat concerns. A medium resolution monochrome LCD display was
chosen because of its size. The microcompuwe unit and the LCD display are mounted in a
compact package. The resolution of the display is 640 by 480 pixels. There are 32 grey levels
but dithering may be wsed to achieve a higher dynamic range.

As the user insmrface, a high resolution tuch-sensitive sceen is mounted on the LCD
display. The operator interacts ith the imager and microcompuier through die touch screen, and

* ~all the features of the software are accessble. The resolution of t touch screen is 1024 b) 1024.

2A~ Rpm.IUucio. Saftwmr

After the image aquisioi ad iamfer has been compleated. the captured image is
displaved on the uses LCD uneeL Twelv full image wre captured uimuitmeously by the

* harudwair umt. After msfewing these images um memory. the overlap btemen figures is
removed an a am* nglmge recomatucid.

Currently a arn scren is employed to rapidily determin Lke gions of overap, which ca
tben be employed fbr image P ,k is eitpected that such a usr act=e would be
employed on a periodlic basis to alo for t mealibration. The efNfPcivetiss of such a test* *
screen approach has been demomutrated pieviosy. during the Phue I development. The curvens
arn scre aproac bas a significant Mped advmrag over Many more complex reg1s000
approachies. If the larper number of img segments ae employed which will complicate the
simple aen screen method. then a Chmfer maehing registration approac will be employed
in=tad Chamfer msiming allow for t demiunation of the rottional ad mranlationial

pmeu where the imp must be shiftd to be in a one-so-mn corespondlence with a bas 9
image Chafer Machias approaches rapidly siac rbinaryedge informannfromthteimae
to be matched and then deemine the optimal amh vi a n enegy, minization scheme.

2.7 hImp Pr. Seitwure

*A full featured image processing softwar system (XRAYWIIJ) has been designed. taking
into account the specific requirements of the X-ray tIagr. XRIAYWIN provides, a software
minace to the X-ray imageir units hardware as well as methods; ith which to improve a
physician's visualization of a captured digital radiograph. XRAYWIIN has been wrten for the
Microsoft Windows operating system. affording the end user a high degree of user- frendliness
and system flexibility.

9
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The most imporant aspect of the desip of XRAYWIN is its interacuon with the X-ray 4
imsger hardware uit. The hardware unit was desigazd to operate semi-autonomously. without
any closed loop control from the contmrolling computer. The hardware unit may receive and
process a set of fixed commands which include instructions to acquire an image set and memor;
bus switching commands. When an image is to be captured. XRAYWIN sends an acquire signal
to the hardware ul After a sufficient ame has elapsed to allow for image capture. the acquired
data is transfered from the hardware units memory into the controlling computer's onboard
storage area XRAYWIN reorganiz the data as it is transferred in order to reconstruct the odd
and even frames that have resulted from the intedaced CCD devices. This data shuffling process
has been incorporated into the data transfer operation so as to elimimate the processing overhead
that inght otherwisebe mcsmed with the oe of inexpensm interlaced CCDs.

After mag cmuncuo the fia. high resoluto image is displayed for the cinician.
The LCD unit cuenly i use carot smulmeously display the entie image due to resoluon
limmnms of such display devces XRAYWIN alow% the user to oeirsctvely scmU through the S

image. zoming n and out wenever necessary. XRAYWIN also provides the use with a varety
of image analysis and enhancement tools with which en ce their visualizuton of the acquired
digital radioga An example of the XRAYWIN user inrf is presentd in fR 3.

XRAYWIN provides the nd a with several spal files which can be used to
enhavce image feames of inert. Low pass filters have been implemenod for image smoothing 5
and noim reducdon. A hh pass fi er f- ction, which sharpens edg informatio has aso been
implemented. A umr-selecabl filer option has been included for the most advanced user. This
opon allows the user to arwily slc fiter coefficients for a 3x3 convolution filter.

10
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3. Results and Discussions 6
The imaging device was completely tested by using an optical source and a test screen. 0

The system was demonstrated to be able to acquire high resolution images. The device captures
twelve (3 by 4) images on a back-illuminated screen, which simulates a fluorescent screen. Sub-
images are acquired through CCD/lens combinations. Each CCD sensor stores one related sub-
image in its photodetector array as a charge accumulation. The charge is transferred out by a
high speed electronics circuit which is partially controlled by a microcomputer. Images are
digitized and stored in a memory as a image profile. Then the information is accessed by a •
microcomputer unit for processing and display. Various image processing algorithms are available
in the system for further evaluation of the images. The image capture time is about 400
milliseconds. The total time for the reconstruction of the complete image and display takes about
7 seconds (on a 486 PC).

Because there are overlaps between the subimages, the information at the edges of the 0

sub-sections is not lost. The amount of the overlap on a test screen is used to calibrate and align
the device. Since there will be differences between the devices manufactured due to tolerances
of the PCB layouts, mechanical construction, CCD positions and lens configuration, the system
should be calibrated or aligned by special test screen(s). Moreover the system needs to be
calibrated periodically to correct for possible deformation of the packages due to use or •
temperature change. The next prototype of the device will have isolated CCD modules (CCD
with lens) mounted on a sturdy frame so that at the time of manufacture, each CCD module can
be adjusted mechanically (Figure 1). This procedure will eliminate the small rotational errors due
to CCD die/PCB mounting, and positional errors between the CCD and lens mount. Additionally,
the modular configuration was selected because of its suitability for mechanical reconfiguration.
Each module will have its own signal conditioning and digitizatioh units so that the modules can S 0
be added together to form a much larger imaging area. Appendix E contains the circuit diagram
of the module. Each module will run in parallel to increase the acquisition speed so that X-ray
exposure time can be reduced. Advancement of fluorescent screen technology is also expected
to further reduce X-ray exposure. No modifications to the electronics circuits will be needed. The
only modification needed to add modules will be to reconfigure the interconnections between the
modules and/or units.

The capred image (Figure 4) shows all twelve (3 by 4) sub-images. There is some
distortion present, which can be seen close to the edges of the images. The distortion with this
lens system appears to be a barrel distortion. The distortion, defined as separation of the actual
image point from the paraxially predicted location on the image plane. Here it is expressed by
a percentage of the paraxial image height and is about 1%. The distortion can be corrected by
a software operation, but this will increase the processing time. Therefore, we prefer an
improvement on the lens design. Also study of the optimum correction of such a distortion by
a software procedure is under way.

There is an aspect ratio mismatch between the image sensor array and the image display. S
The system corrects the CCD's 3:2 aspect ratio to display unit aspect ratio of 1:1. After the

11
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application of the correction algorithm, the resulting image can be seen in the figure 5.

Alignment of the s,,b-images begins by finding the cross-sections of the lines on the
specific test screen. Since each image has the information from the neigbouring sub-images, each
line cross-section is seen by four sub-sections. The algorithm matches thcse crossing points and
the resulting image is the reconstructed complete image of the screen. However, because of the
distortion mentioned earlier, some of the lines are not perfectly aligned and curvatures can be
seen at the edges. We are evaluating whether a change in lens design or application of software
procedure is the most efficient method of distortion correction. Figure 6 shows an aligned image.
Different test screens will be viewed to find most efficient pattern for the system. In the final
device, the calibration screen will be used such a way that it will be viewed during an X-ray
exposure. It will not be necessary to remove the florescent screen for calibration. Also the
procedure will provide more information about the dynamic range of the system and
corresponding grey levels on the screen. As a result, parameters for the contrast enhancement (if
necessary) are obtained.

The dynamic range of the system first prototype is low because of the noise on the
modified and patched circuit boards. During the test of the first prototype, preliminary circuit
boards were used. The board layouts ae far from optimum for updated electronics design. The
second prototype will have the desired dynamic range of 1000.1, using the redesigned boards.
Certain minor modifications are expected to reduce the noise further.

The imaging system already has the spatial resolution comparable to currently used digital
radiographic systems. The system has the resolution of 1300 horizontal and 1600 vertical pixels,
corresponding to about 6 lines/mm. The resolution can be increased further by using higher
resolution CCDs or by increasing the number of CCDs modules used in the same imaging area.
However there will be a maximum resolution which is limited by the fluorescent screen. The
resolution of the fluorescent screen, in general, is limited by the grain size of the X-ray phosphor,
and the thickness of the phosphor deposited. System tests with an X-ray source and a fluorescent
screen are about to start. As mentioned earlier, Lanex screens, which have the resolution of 10
lines/mm, were chosen for these tests. The system resolution is comparable with the resolution U
of the fluorescent screen. Investigations of improved screens will continue in the coming months.

The portability of the device is an important requirement Because the microcomputer has
a relatively high power consumption, it may have to be replaced. However, by altering some of
the components on the system, such as hard drive, the power consumption can be reduced. The
advancements in the area of portable computers will be followed to find best unit available.

Preliminary steps to find an industrial partner for commercialization of the X-ray image
were made, particularly during the last three months. Sensor Plus is looking for a larger company
with substantial financial resources both for the manufacturing of the Phase M p artion of the
SBIR and also for development and marketing of civilian products. S

12



IV. Conclusion

The digital X-ray imager is of particular value in areas of medical radiographic imaging
where on-line verification of the results are needed. Further, portability of the system will allow
the operator to use the imager in field hospitals or mobile units.

The imaging device under development is able to capture high resolution images without
loosing information present on the screen, that is, image information at the edges is not lost due
to recombination of the sebimages, as true for systems based on fiber optic tapers. The resulting
radiographic image has the standard film size used in medical radiography. The dynamic range
of the first prototype is mediocre but will be improved in the second prototype. It will have both
dynamic range and resolution equal to the currently available comparable digital imaging systems.
The segmented imaging technique, with its image reconstruction software has, the acquisition
speed to rapidly display radiographic images after exposure. The speed can be increased by
adding more parallel channels into the system. This unique technique allows the system to be
modified easily for the applications requiring different imaging areas.

In the following months a second prototype will be constructed. The new prototype will
provide low noise levels by using optimally designed printed circuit boards. The mechanical
construction of the device will be changed to provide more rigid mounting. During the
construction of the second prototype, the first prototype will be used to test the response of the
system to an X-ray exposure. Lanex screens will be used for the initial tests. Phantoms will be
available to be used under X-ray exposure.

Additionally. in the coming months, advancements in the area of intensifying screens and
portable computer systems with a high resolution LCD displays will be followed and
improvements incorporated into the new design.

13
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Figture 3. An example of XRAYWIN user interface.
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Appendices

(For the full copies of e diagrams contained in the next pages. contact the Principle
Investigator of the project at Sensor Plus Inc.)
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